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U S I N G  Y O U R  F L O  A R M 1 0

Once it has been correctly set 
up, your Flo arm permits you 
to easily position your monitor 
wherever you want it with
fingertip control

The monitor can easily be 
swivelled from landscape 
to portrait orientation

U S E F U L  T I P
Ensure  you have  a l lowed enough free  cab le  for  screen rotat ion

I N S T A L L  S E C O N D  F L O  M O D U L A R 
C L A M P  B R A C K E T  A N D  A R M 

1 2

F L O  M O D U L A R  D U A L  M O U N T  A S S E M B L Y

F L O  M O D U L A R  D U A L  C L A M P
B R A C K E T  A S S E M B L Y

1 1

Fit  c lamp 
bracket  to 
post

12A
Insta l l  grub 
screw12B

Fit  second 
arm to  c lamp 
bracket

12C

I M P O R T A N T
To complete  insta l lat ion  of  second monitor 

repeat  f rom step  5    over leaf

Ensure  the  washer  i s 
or ientated correct ly 
for  required  90° 
stop pos i t ion

CODE MOUNT DESCRIPTION WITH 90⁰ STOP WITHOUT 90⁰ STOP

WORKSURFACE MOUNTS

UNI/LCLM38 Universal Desk Clamp Not recommended ✓ Recommended

UNI/TAC/001 Universal Top Mount Clamp Not recommended ✓ Recommended

UNI/SMC/001 Universal Screen Mount Clamp Not recommended ✓ Recommended

UNI/CSG100/K Cast Grommet Mount Not recommended ✓ Recommended

UNI/HLC/001 Universal High Load Split Mount Clamp ✓ Recommended ✓ Recommended

UNI/HLC/002 Universal High Load Top Mount Clamp ✓ Recommended ✓ Recommended

WSH/100S12/K Through Desk Mount Not recommended ✓ Recommended

WSH/50S12/K Through Desk Mount Not recommended ✓ Recommended

SLATWALL / WALL MOUNTS

UNI/MSB/001 Multi Screen Slatwall Mount ✓ Recommended ✓ Recommended

UNI/MSB/002 Multi Screen Slatwall Mount ✓ Recommended ✓ Recommended

UNI/SWB/001 Universal Slatwall Mount Not recommended ✓ Recommended*

UNI/SWB/002 Universal Slatwall Mount Not recommended ✓ Recommended*

D E S K  F I X I N G  C O M P A T I B I L I T Y

* Note that the Flo modular will fi t to this mount but the post-mount component 
cannot clamp to it so arm articulation will be unpredictable.

Insta l l  sp igot , 
washer  and bo lt

No 90°  stop 
funct ion

For  90°  stop 
funct ion

Insta l l  p last ic 
bush

90°

Note that  bracket  i s 
inverted for  2 nd arm 
insta l lat ion

F L O  M O D U L A R  I N S T R U C T I O N S

DYN/013/007

C O M P O N E N T  L I S T

O T H E R  R E Q U I R E D  C O M P O N E N T S
Wishbone post  x  1
Desk  f ix ing  x  1

I M P O R T A N T
Dual  insta l l  requires  2  x  DYN-013-007

F L O  M O D U L A R

Flo  monitor  arm x  1
Clamp bracket  assembly  x  1 
Plast ic  bush  x  1
VESA p late  x  1
Opt iona l  secur i ty  screw x  1 
M4x10 Screws  x  4
M4x12 Screws  x  4
3mm Al len  Key x  1
6mm Al len  Key x  1

C L A M P  B R A C K E T  A S S E M B LY 

Spigot  x  1
90°  stop Washer  x  1
M16 Washer  x  1
Bol t  x  1
Lock  washer  x  1
Grub screw x  1

Colebrook Bosson Saunders hold a number of patents and other intellectual property rights covering our 
products and processes. You can find patent information on our website at: 

www.colebrookbossonsaunders.com/patents

P A T E N T S

As part of Colebrook Bosson Saunders ongoing product improvement programme, the design 
of products may change without prior notice and details may vary from those illustrated.

D I S C L A I M E R

Please  cons ider  leav ing  these  instruct ions  with  the 
product  i f  further  insta l lat ion  may be  required  by  others
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A D J U S T  A R M  T O  S U I T 
W E I G H T  O F  M O N I T O R

8

F O L D F O L D F O L D

Turn ad juster  screw 
unt i l  monitor  ‘ f loats ’ 
in  a l l  he ight  pos i t ions

U S E F U L  T I P
Adjustment  wi l l  be  eas ier  and more  prec ise  i f 

arm i s  pos i t ioned as  shown be low whi l s t  ad just ing

8A

The arm setting indicator
allows for quick installation 
of multiple monitors 

You can quickly ‘dial in’ to 
the same setting, then if 
necessary, f ine tune the 
adjustment to balance the 
monitor

8B

Ca.

Ca.

- Lighter 
 monitors

Use  6mm 
Al len  Key

F I X I N G  P O S T  T O  D E S K  O P T I O N S 1

UNI/CSG100/K
UNI/CSG50/K

D E S K  C L A M P
A

T H R O U G H  D E S K
B

Cast Grommet
Back 
of desk

C C A S T  G R O M M E T

Fol low one 
of  the  Desk  and 
Post  f ix ing  opt ions 
descr ibed be low

UNI/50S12/K
UNI/100S12/K

A S S E M B L E  P O S T  M O U N T  C O M P O N E N T S
2

F I T  M O N I T O R  A R M 
O N T O  C L A M P  B R A C K E T

4

M O U N T  M O N I T O R  T O  A R M 6

Screws  under-
inserted

I M P O R T A N T
It  i s  the  respons ib i l i ty  of  the  insta l ler  to  ensure  a l l   mount ing 

screws  are  proper ly  engaged with  a   min imum of  4 x  360˚  turns 
into  the  d i sp lay.  Under   or  over  insert ion  may cause  damage to 

the   equ ipment  or  in jury  to  personnel .

M A X 
SCREEN WEIGHT

9KG/19.8LB 

Use screws  suppl ied

4 x

4 x

A T T A C H  M O N I T O R  M O U N T 
P L A T E  T O  M O N I T O R

5

I M P O R T A N T
Raise  arm to  uppermost  pos i t ion  before  removing  monitor 

otherwise  i t  may spr ing  up  when unloaded

Screws  over-
inserted

T O  R E M O V E  M O N I T O R 7

I M P O R T A N T
Ensure you leave enough 

free cable to avoid 
stretching or snagging 

at all positions

I N S T A L L  M O N I T O R  C A B L E S  I N T O 
C A B L E  M A N A G E M E N T  F E A T U R E S

9

Insta l l  p last ic 
bush

Ensure the washer is 
orientated correctly 
for required 90° 
stop position

No 90°  stop 
funct ionFor  90° 

stop 
funct ion

I M P O R T A N T
Refer to individual 

instructions

UNI/SMC UNI/LCLM38 UNI/TAC

UNI/HLC

I M P O R T A N T
Please  see  compat ib i l i ty  tab le  over leaf 

for  gu idance on recommended 
desk  f ix ings

Install optional security 
screw if required6B

6A

90°

90°

+ Heavier 
 monitors

Insta l l 
Grub screw 
to  secure

3B

Insta l l  Clamp 
bracket  to 
Post

3A

See a l so  step      i f  90⁰  stop needs 
to  be  reconf igured or  removed

2

A T T A C H  C L A M P  B R A C K E T  T O  P O S T 3

Go stra ight  to  step See a l so  step
before  cont inu ing  to  step 

Ensure that stud is fully 
screwed into post before 
installing

30mm
Approx

S I N G L E
C O N F I G U R A T I O N

D U A L
C O N F I G U R A T I O N

2
2
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